Outdoor and Indoor LED Lighting

Il Feature
Optical
* Optical batwing pattern, 4 optics designs, including Type | Medium,
Type Il Medium, Type Il Short and Type V Short; Can be employed
for different applications.
* Type | and Type Il Medium, the pole pitch is up to 5 mounting height
with uniform illuminance distribution.

Power:

+ Switching mode and multiple channel constant current design.

* Power factor is over 90%.

+ Over-voltage protection designs and self-thermal compensation
to prevent overheat.

Thermal
* Luminaire surface temperature is 60°C@Ta=25°C.
+ Overheat protection will operate to adjust as the LED module
surface reaches 85°C.

Luminaire
« IP65 design for dust and water protection.
« Luminaire efficacy > 65 Im/W.

Il Specification:

+ Outline Dimension: 407 (L) x 341 (W) x 108 (H) mm
« Fixture Material: Aluminum alloy

« Color Temperature: (6000K+/-500)

« CRI: 70 (typ.)

« Operation Temperature: -30°C~50°C

« Storage Temperature: -30°C~80°C

* Input Voltage: 100~240 Vac. 50~60Hz

* Power Factor: >0.95@110Vac, >0.9@220Vac
« Water Proof Level: IP65

* Hole Size: $65mm (max.)
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Il Applications:

 High Bay: Shopping Mall, Manufacturer, Office Hallways &
Gas Station.
« Parking Area: Commercial and Residential Areas, Corporate

Campuses & Gas Station.
 Security Lighting: Residential House Yard, Driveway & Pathway.
* Flood Light: Billboard & Wall Washer.
» Pedestrian Area: Residential, Park and Public Areas.

Il Our LED Luminaries
+ Low Operation Cost: Provides high efficacy (100 Im/W LED source).
Lower power consumption with same lumens (Im/W); Save energy cost.
« Longevity: Up to 60,000 hrs with 70% lumens (from 50,000 to
100,000 Hrs); Low fixture cost and Low maintenance cost.
* Environmentally Friendly: No Mercury, No Lead and luminaries are

made from aluminum which is recyclable.

+ Optical Control: Employed optic lenses to control photometric
distribution; Ensure lighting quality and save energy.
» Designed and Manufactured in Taiwan.
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Il Optical Performance:

 Low Glare: Special fixture design
* Pole Distance: Up to 5 times mounting height
+ High efficiency: System efficiency 65 Im/W

* Uniformity: Emin/Eav>0.33
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